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APPENDIX B.  RTE-V850/SA1-IE USER INTERFACE CIRCUITS

P01-P07, P10-P15, P20-P27, P30-P33, P37

47 kΩ

+3.3 V

USER SYSTEMCPU

P34-P36

47 kΩ

+3.3 V

USER SYSTEMCPU

EPM7128

QS3125

P40-P47, P50-P57, P60-P65, P90-P96

47 kΩ

BVDD

USER SYSTEMCPU
22 Ω

P70-P77, P80-P83

1 MΩ

USER SYSTEMCPU
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P100-P107

47 kΩ

+3.3 V

USER SYSTEMCPU

EPM7128

QS3257

P110-P114

47 kΩ

+3.3 V

USER SYSTEMCPU EPM7128

P00/NMI

USER SYSTEMCPU EPM7128

47 kΩ

+3.3 V

QS3125

P120/WAIT-

47 kΩ

QS3384

BVDD

USER SYSTEMCPU EPM7128
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RESET-

47 kΩ

QS3384

+3.3 V

USER SYSTEMCPU

CLKOUT

USER SYSTEMCPU
33 Ω

X1, X2

1 M Ω USER SYSTEM

CPU
100 Ω

100 Ω

1 MΩ

1 MΩ
HCU04(2/6)
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VDD, BVDD, VSS, BVSS, IC/VPP, XT2

USER SYSTEM

10 kΩ

+5 V

BVSS

VSS

VDD, IC/VPP, XT2NC.

BVDD

To level sense
circuit

AVDD, AVSS, AVREF

USER SYSTEM

AVREF AVREF

AVSS

AVDD

AVSS

AVDD

CPU +3.3 V

NC.

0.1 µF1 MΩ


